
Webasto HEPA H14 Replacement Filter
Effective driver and passenger protection

HEPA Technology  
Removes 99.995%  
Airborne Infections

Compact,  
Easy and Fast  
Retrofit Solution

Contamination  
Free Exchange  
of H14 Filters

Up to 350 ft³  
(10 m³) Fresh  
Air Every  
Minute



Retrofit any school bus 
with a medical grade 

air filtration system
and remove 99.995% 

of all particles.
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Contact

webasto.com

Bus

P/N: 6245615

Replacement Kit Includes:
	� HEPA H14 classified filter
	� Flange conveyor assembly
	� Air filter base flange assembly
	� Bottom conveyor flange

	� The Webasto HEPA H14 filter requires no physical human contact. Replacement filters are provided with a hardware kit which allows for both 
ends of the filter to be “capped” prior to extracting the expired filter. This ensures all contaminants remain in the filter during the replacement 
process. The filter is then placed into a supplied plastic bag and box to easily dispose. 

	� When the filter requires replacement, a red light will illuminate on the unit. The filter life is approximately 10-12 months and should not exceed 
12 months.

	� When the filter requires replacement, air flow is reduced approximately 20% while the filtration rate efficiency remains extremely high at a 
99.995% level

Contamination Free Process
Webasto HEPA H14 filter replacement made easy

ATTENTION
After installation you must apply the label provided. Please make sure you fill out  
the correct installation date.

CAUTION
At the end of lifetime or when the red LED lights up, the filter must be replaced  
and also the old label MUST be replaced with the new label provided in the  
spare part kits and the new installation date must be filled in.
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